Using NORM containing construction materials as an immobilization matrix for waste

Wouter Schroeyers¹, Niels Vandevenne¹, Katrijn Gijbels¹, Bram Mast¹, Tom Croymans¹, Bram Vandoren², Yiannis Pontikes³, Sonja Schreurs¹

¹ Hasselt University, NuTeC, CMK, Nuclear Technology - Faculty of Engineering Technology, B-3590 Diepenbeek, Belgium

² Hasselt University, Construction Engineering Research Group (CERG), Construction Engineering - Faculty of Engineering Technology, B-3590 Diepenbeek, Belgium

³ Katholieke Universiteit Leuven, Dept Mat Engineering (MTM), B-3001 Leuven, Belgium

*Presenter: Wouter.schroeyers@uhasselt.be, Tel: +3211 29 21 57 Hasselt University, NuTeC, CMK, Nuclear Technology - Faculty of Engineering Technology, Agoralaan building H, B-3590 Diepenbeek, Belgium

Abstract

The current presentation deals with scenarios for the development of novel and more effective immobilisation matrices based on NORM (Naturally Occurring Radioactive Materials) containing construction materials for the safe encapsulation of various types of wastes. NORM containing by-products such as slags, fly-ashes from several industrial sectors and phosphogypsum form the basis of the newly constructed construction materials that are considered for encapsulation. In particular, results regarding the immobilization potential of construction materials, such as alkali activated materials, for naturally occurring and artificial radionuclides will be discussed. The immobilisation properties and the investigation of the leaching behaviour of radionuclides from the construction materials are discussed considering the Euratom water directive. The authors would like to acknowledge networking support by the COST Action TU1301 (www.norm4building.org).